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__ Robustness
__ Stability

MICHELIN Power CL

nn Robustness
•	 Impact and puncture resistant:
	 -	 multiple casing plies
	 -	 thickness of protective rubbers
•	 Damage resistant:
	 -	 tread and sidewall have an advanced rubber mix

nn Stable in all circumstances
•	 Rigidity of the sidewalls (vertical and lateral) thanks 

to the number and angle of the casing plies

nn Great value for money
•	 Bias ply architecture
•	 MICHELIN approved rubber compound
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Source: Michelin Test and Research Center in Ladoux.

■ MICHELIN POWER CL ■ MAIN COMPETITOR BIAS PLY

nn Tread rubber resists damage

nn Modern architecture 
of the casing plies

nn Rubber mix 
designed 
for sidewall 
protection

Sizes
280/80 18 TL 132A8 IND 400/70 24 TL 158A8 IND 500/70 24 TL 164A8 IND
340/80 18 TL 143A8 IND 400/80 24 TL 156A8 IND 480/80 26 TL 160A8 IND
280/80 20 TL 133A8 IND 400/80 24 TL 162A8 IND 440/80 28 TL 156A8 IND
340/80 20 TL 144A8 IND 440/80 24 TL 168A8 IND 420/80 30 TL 155A8 IND
400/70 20 TL 149A8 IND 460/70 24 TL 159A8 IND

Bias ply

Backhoe Loaders TelehandlersLoaders



146

*All load values are for maximum indicated speeds at low torque.
*20 mph (30 km/h): high torque field work or max road speed.
*All load values for ground slopes up to 20% (above 20% consult Michelin)

Tire Technical Data
Unloaded Dimensions Loaded Dimensions Rims 

(preferred in 
bold)

Overall  
Width

Overall 
Diameter

Loaded 
Radius

Rolling 
Circumference

11.3 in 35.5 in 16.3 in 105.9 in 9
W8, W9, 10, 

W10
288 mm 902 mm 413 mm 2,691 mm

Rolling Circumference Index
0 Tube MSPN

Number of Lugs 16765
19 x 2 Tube CAI

171109

Minimum 
Dual/Triple 

Spacing
Gross 

Flat Plate
Tire 

Weight
100% Tire 

Volume
Centerline 

Tread Depth
93 sq in 85 lbs 28.3 gals 33/32nd 13.7 in

598 sq cm 39 kgs 107 liters 26 mm 348 mm

25 mph 20 mph 15 mph 6 mph 6 mph Cyc Stat
40 km/h 30 km/h 25 km/h 10 km/h 10 km/h Cyc Stat Pressure
1,760 lbs 1,830 lbs 1,870 lbs 2,200 lbs 2,650 lbs 4,060 lbs 15 psi
800 kgs 830 kgs 850 kgs 1,000 kgs 1,200 kgs 1,840 kgs 1.0 bar

1,940 lbs 2,020 lbs 2,060 lbs 2,430 lbs 2,910 lbs 4,460 lbs 17 psi
880 kgs 915 kgs 935 kgs 1,100 kgs 1,320 kgs 2,025 kgs 1.2 bar

2,290 lbs 2,380 lbs 2,440 lbs 2,870 lbs 3,440 lbs 5,270 lbs 23 psi
1,040 kgs 1,080 kgs 1,105 kgs 1,300 kgs 1,560 kgs 2,390 kgs 1.6 bar
2,650 lbs 2,740 lbs 2,810 lbs 3,310 lbs 3,970 lbs 6,080 lbs 29 psi
1,200 kgs 1,245 kgs 1,275 kgs 1,500 kgs 1,800 kgs 2,760 kgs 2.0 bar
3,000 lbs 3,120 lbs 3,190 lbs 3,750 lbs 4,500 lbs 6,900 lbs 35 psi
1,360 kgs 1,415 kgs 1,445 kgs 1,700 kgs 2,040 kgs 3,130 kgs 2.4 bar
3,350 lbs 3,480 lbs 3,550 lbs 4,190 lbs 5,030 lbs 7,710 lbs 41 psi
1,520 kgs 1,580 kgs 1,610 kgs 1,900 kgs 2,280 kgs 3,495 kgs 2.8 bar
3,700 lbs 3,850 lbs 3,920 lbs 4,630 lbs 5,560 lbs 8,520 lbs 46 psi
1,680 kgs 1,745 kgs 1,780 kgs 2,100 kgs 2,520 kgs 3,865 kgs 3.2 bar
4,060 lbs 4,220 lbs 4,300 lbs 5,070 lbs 6,080 lbs 9,330 lbs 52 psi
1,840 kgs 1,915 kgs 1,950 kgs 2,300 kgs 2,760 kgs 4,230 kgs 3.6 bar
4,230 lbs 4,400 lbs 4,490 lbs 5,290 lbs 6,350 lbs 9,730 lbs 55 psi
1,920 kgs 1,995 kgs 2,035 kgs 2,400 kgs 2,880 kgs 4,415 kgs 3.8 bar
4,410 lbs 4,590 lbs 4,670 lbs 5,510 lbs 6,610 lbs 10,140 lbs 58 psi
2,000 kgs 2,080 kgs 2,120 kgs 2,500 kgs 3,000 kgs 4,600 kgs 4.0 bar

Load per tire (single)

280/80 -18 132A8 IND TL POWER CL
MSPN: 38882 CAI: 281778

*All load values are for maximum indicated speeds at low torque.
*20 mph (30 km/h): high torque field work or max road speed.
*All load values for ground slopes up to 20% (above 20% consult Michelin)

Tire Technical Data
Unloaded Dimensions Loaded Dimensions Rims 

(preferred in 
bold)

Overall  
Width

Overall 
Diameter

Loaded 
Radius

Rolling 
Circumference

13.9 in 39.6 in 17.8 in 117.6 in 11
10, W10, 
W11, 12, 
11SDC, 
12SDC

353 mm 1,006 mm 452 mm 2,988 mm

Rolling Circumference Index
0 Tube MSPN

Number of Lugs 20668
19 x 2 Tube CAI

057866

Minimum 
Dual/Triple 

Spacing
Gross 

Flat Plate
Tire 

Weight
100% Tire 

Volume
Centerline 

Tread Depth
131 sq in 117 lbs 34.9 gals 30/32nd 16.3 in
848 sq cm 53 kgs 132 liters 24 mm 415 mm

25 mph 20 mph 15 mph 6 mph 6 mph Cyc Stat
40 km/h 30 km/h 25 km/h 10 km/h 10 km/h Cyc Stat Pressure
2,400 lbs 2,490 lbs 2,550 lbs 3,000 lbs 3,620 lbs 5,530 lbs 15 psi
1,090 kgs 1,130 kgs 1,155 kgs 1,360 kgs 1,640 kgs 2,510 kgs 1.0 bar
2,650 lbs 2,740 lbs 2,800 lbs 3,300 lbs 3,980 lbs 6,080 lbs 17 psi
1,200 kgs 1,245 kgs 1,270 kgs 1,495 kgs 1,805 kgs 2,760 kgs 1.2 bar
3,130 lbs 3,240 lbs 3,320 lbs 3,900 lbs 4,700 lbs 7,190 lbs 23 psi
1,420 kgs 1,470 kgs 1,505 kgs 1,770 kgs 2,130 kgs 3,260 kgs 1.6 bar
3,600 lbs 3,740 lbs 3,830 lbs 4,510 lbs 5,410 lbs 8,300 lbs 29 psi
1,635 kgs 1,695 kgs 1,735 kgs 2,045 kgs 2,455 kgs 3,765 kgs 2.0 bar
4,090 lbs 4,240 lbs 4,330 lbs 5,100 lbs 6,140 lbs 9,400 lbs 35 psi
1,855 kgs 1,925 kgs 1,965 kgs 2,315 kgs 2,785 kgs 4,265 kgs 2.4 bar
4,570 lbs 4,740 lbs 4,850 lbs 5,710 lbs 6,860 lbs 10,510 lbs 41 psi
2,075 kgs 2,150 kgs 2,200 kgs 2,590 kgs 3,110 kgs 4,765 kgs 2.8 bar
5,060 lbs 5,240 lbs 5,360 lbs 6,320 lbs 7,570 lbs 11,610 lbs 46 psi
2,295 kgs 2,375 kgs 2,430 kgs 2,865 kgs 3,435 kgs 5,265 kgs 3.2 bar
5,530 lbs 5,740 lbs 5,880 lbs 6,910 lbs 8,300 lbs 12,720 lbs 52 psi
2,510 kgs 2,605 kgs 2,665 kgs 3,135 kgs 3,765 kgs 5,770 kgs 3.6 bar
5,780 lbs 5,990 lbs 6,130 lbs 7,220 lbs 8,650 lbs 13,270 lbs 55 psi
2,620 kgs 2,715 kgs 2,780 kgs 3,275 kgs 3,925 kgs 6,020 kgs 3.8 bar
6,020 lbs 6,240 lbs 6,380 lbs 7,520 lbs 9,020 lbs 13,820 lbs 58 psi
2,730 kgs 2,830 kgs 2,895 kgs 3,410 kgs 4,090 kgs 6,270 kgs 4.0 bar

Load per tire (single)

340/80 -18 143A8 IND TL POWER CL
MSPN: 04967 CAI: 610873

NOTE: 
•	 When used as duals, tire load carrying capacity must be reduced 12%  
•	 When used as triples, tire load carrying capacity must be reduced 18%

MICHELIN Power CL
Bias ply

COMPACT LINE
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*All load values are for maximum indicated speeds at low torque.
*20 mph (30 km/h): high torque field work or max road speed.
*All load values for ground slopes up to 20% (above 20% consult Michelin)

Tire Technical Data
Unloaded Dimensions Loaded Dimensions Rims 

(preferred in 
bold)

Overall  
Width

Overall 
Diameter

Loaded 
Radius

Rolling 
Circumference

11.3 in 37.3 in 17.1 in 111.3 in 9
W8, W9, W10, 

10
287 mm 947 mm 435 mm 2,828 mm

Rolling Circumference Index
0 Tube MSPN

Number of Lugs
20 x 2 Tube CAI

171111

Minimum 
Dual/Triple 

Spacing
Gross 

Flat Plate
Tire 

Weight
100% Tire 

Volume
Centerline 

Tread Depth
95 sq in 96 lbs 30.4 gals 34/32nd 13.7 in

610 sq cm 44 kgs 115 liters 27 mm 348 mm

25 mph 20 mph 15 mph 6 mph 6 mph Cyc Stat
40 km/h 30 km/h 25 km/h 10 km/h 10 km/h Cyc Stat Pressure
1,810 lbs 1,900 lbs 1,920 lbs 2,270 lbs 2,730 lbs 4,190 lbs 15 psi
820 kgs 860 kgs 870 kgs 1,030 kgs 1,240 kgs 1,900 kgs 1.0 bar

2,000 lbs 2,080 lbs 2,120 lbs 2,500 lbs 3,010 lbs 4,610 lbs 17 psi
905 kgs 945 kgs 960 kgs 1,135 kgs 1,365 kgs 2,090 kgs 1.2 bar

2,360 lbs 2,460 lbs 2,500 lbs 2,950 lbs 3,550 lbs 5,450 lbs 23 psi
1,070 kgs 1,115 kgs 1,135 kgs 1,340 kgs 1,610 kgs 2,470 kgs 1.6 bar
2,720 lbs 2,830 lbs 2,890 lbs 3,410 lbs 4,090 lbs 6,270 lbs 29 psi
1,235 kgs 1,285 kgs 1,310 kgs 1,545 kgs 1,855 kgs 2,845 kgs 2.0 bar
3,090 lbs 3,210 lbs 3,270 lbs 3,870 lbs 4,640 lbs 7,110 lbs 35 psi
1,400 kgs 1,455 kgs 1,485 kgs 1,755 kgs 2,105 kgs 3,225 kgs 2.4 bar
3,450 lbs 3,590 lbs 3,660 lbs 4,320 lbs 5,180 lbs 7,950 lbs 41 psi
1,565 kgs 1,630 kgs 1,660 kgs 1,960 kgs 2,350 kgs 3,605 kgs 2.8 bar
3,810 lbs 3,970 lbs 4,050 lbs 4,770 lbs 5,720 lbs 8,790 lbs 46 psi
1,730 kgs 1,800 kgs 1,835 kgs 2,165 kgs 2,595 kgs 3,985 kgs 3.2 bar
4,180 lbs 4,340 lbs 4,430 lbs 5,240 lbs 6,270 lbs 9,610 lbs 52 psi
1,895 kgs 1,970 kgs 2,010 kgs 2,375 kgs 2,845 kgs 4,360 kgs 3.6 bar
4,350 lbs 4,530 lbs 4,620 lbs 5,460 lbs 6,540 lbs 10,030 lbs 55 psi
1,975 kgs 2,055 kgs 2,095 kgs 2,475 kgs 2,965 kgs 4,550 kgs 3.8 bar
4,540 lbs 4,720 lbs 4,820 lbs 5,690 lbs 6,810 lbs 10,450 lbs 58 psi
2,060 kgs 2,140 kgs 2,185 kgs 2,580 kgs 3,090 kgs 4,740 kgs 4.0 bar

Load per tire (single)

280/80 -20 133A8 IND TL POWER CL
MSPN: 28486 CAI: 694767

*All load values are for maximum indicated speeds at low torque.
*20 mph (30 km/h): high torque field work or max road speed.
*All load values for ground slopes up to 20% (above 20% consult Michelin)

Tire Technical Data
Unloaded Dimensions Loaded Dimensions Rims 

(preferred in 
bold)

Overall  
Width

Overall 
Diameter

Loaded 
Radius

Rolling 
Circumference

13.3 in 41.1 in 18.7 in 122.5 in 11
12, W10, 

W11, 11SDC, 
12SDC, 10

337 mm 1,045 mm 474 mm 3,112 mm

Rolling Circumference Index
0 Tube MSPN

Number of Lugs 58360
20 x 2 Tube CAI

171112

Minimum 
Dual/Triple 

Spacing
Gross 

Flat Plate
Tire 

Weight
100% Tire 

Volume
Centerline 

Tread Depth
123 sq in 120 lbs 47.5 gals 31/32nd 16.3 in
793 sq cm 55 kgs 180 liters 25 mm 415 mm

25 mph 20 mph 15 mph 6 mph 6 mph Cyc Stat
40 km/h 30 km/h 25 km/h 10 km/h 10 km/h Cyc Stat Pressure
2,470 lbs 2,560 lbs 2,610 lbs 3,090 lbs 3,700 lbs 5,690 lbs 15 psi
1,120 kgs 1,160 kgs 1,185 kgs 1,400 kgs 1,680 kgs 2,580 kgs 1.0 bar
2,710 lbs 2,810 lbs 2,880 lbs 3,400 lbs 4,080 lbs 6,250 lbs 17 psi
1,230 kgs 1,275 kgs 1,305 kgs 1,540 kgs 1,850 kgs 2,835 kgs 1.2 bar
3,210 lbs 3,330 lbs 3,400 lbs 4,010 lbs 4,820 lbs 7,390 lbs 23 psi
1,455 kgs 1,510 kgs 1,540 kgs 1,820 kgs 2,185 kgs 3,350 kgs 1.6 bar
3,700 lbs 3,850 lbs 3,920 lbs 4,630 lbs 5,560 lbs 8,520 lbs 29 psi
1,680 kgs 1,745 kgs 1,780 kgs 2,100 kgs 2,520 kgs 3,865 kgs 2.0 bar
4,200 lbs 4,350 lbs 4,450 lbs 5,250 lbs 6,290 lbs 9,660 lbs 35 psi
1,905 kgs 1,975 kgs 2,020 kgs 2,380 kgs 2,855 kgs 4,380 kgs 2.4 bar
4,700 lbs 4,870 lbs 4,970 lbs 5,860 lbs 7,030 lbs 10,790 lbs 41 psi
2,130 kgs 2,210 kgs 2,255 kgs 2,660 kgs 3,190 kgs 4,895 kgs 2.8 bar
5,180 lbs 5,390 lbs 5,500 lbs 6,480 lbs 7,780 lbs 11,930 lbs 46 psi
2,350 kgs 2,445 kgs 2,495 kgs 2,940 kgs 3,530 kgs 5,410 kgs 3.2 bar
5,680 lbs 5,900 lbs 6,020 lbs 7,100 lbs 8,520 lbs 13,060 lbs 52 psi
2,575 kgs 2,675 kgs 2,730 kgs 3,220 kgs 3,865 kgs 5,925 kgs 3.6 bar
5,930 lbs 6,160 lbs 6,280 lbs 7,410 lbs 8,880 lbs 13,640 lbs 55 psi
2,690 kgs 2,795 kgs 2,850 kgs 3,360 kgs 4,030 kgs 6,185 kgs 3.8 bar
6,170 lbs 6,420 lbs 6,550 lbs 7,720 lbs 9,260 lbs 14,200 lbs 58 psi
2,800 kgs 2,910 kgs 2,970 kgs 3,500 kgs 4,200 kgs 6,440 kgs 4.0 bar

Load per tire (single)

340/80 -20 144A8 IND TL POWER CL
MSPN: 56730 CAI: 495503

NOTE: 
•	 When used as duals, tire load carrying capacity must be reduced 12%  
•	 When used as triples, tire load carrying capacity must be reduced 18%
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*All load values are for maximum indicated speeds at low torque.
*20 mph (30 km/h): high torque field work or max road speed.
*All load values for ground slopes up to 20% (above 20% consult Michelin)

Tire Technical Data
Unloaded Dimensions Loaded Dimensions Rims 

(preferred in 
bold)

Overall  
Width

Overall 
Diameter

Loaded 
Radius

Rolling 
Circumference

15.9 in 41.9 in 18.9 in 124.7 in 13
14, 12, 
12SDC, 
13SDC

405 mm 1,065 mm 480 mm 3,167 mm

Rolling Circumference Index
0 Tube MSPN

Number of Lugs 58360
18 x 2 Tube CAI

171112

Minimum 
Dual/Triple 

Spacing
Gross 

Flat Plate
Tire 

Weight
100% Tire 

Volume
Centerline 

Tread Depth
156 sq in 149 lbs 45.4 gals 37/32nd 19.0 in

1,004 sq cm 68 kgs 172 liters 29 mm 483 mm

25 mph 20 mph 15 mph 6 mph 6 mph Cyc Stat
40 km/h 30 km/h 25 km/h 10 km/h 10 km/h Cyc Stat Pressure
2,870 lbs 2,980 lbs 3,040 lbs 3,590 lbs 4,300 lbs 6,590 lbs 15 psi
1,300 kgs 1,350 kgs 1,380 kgs 1,630 kgs 1,950 kgs 2,990 kgs 1.0 bar
3,150 lbs 3,270 lbs 3,350 lbs 3,950 lbs 4,730 lbs 7,250 lbs 17 psi
1,430 kgs 1,485 kgs 1,520 kgs 1,790 kgs 2,145 kgs 3,290 kgs 1.2 bar
3,730 lbs 3,870 lbs 3,960 lbs 4,660 lbs 5,590 lbs 8,580 lbs 23 psi
1,690 kgs 1,755 kgs 1,795 kgs 2,115 kgs 2,535 kgs 3,890 kgs 1.6 bar
4,300 lbs 4,460 lbs 4,560 lbs 5,380 lbs 6,450 lbs 9,890 lbs 29 psi
1,950 kgs 2,025 kgs 2,070 kgs 2,440 kgs 2,925 kgs 4,485 kgs 2.0 bar
4,870 lbs 5,060 lbs 5,170 lbs 6,100 lbs 7,310 lbs 11,210 lbs 35 psi
2,210 kgs 2,295 kgs 2,345 kgs 2,765 kgs 3,315 kgs 5,085 kgs 2.4 bar
5,450 lbs 5,670 lbs 5,780 lbs 6,810 lbs 8,180 lbs 12,530 lbs 41 psi
2,470 kgs 2,570 kgs 2,620 kgs 3,090 kgs 3,710 kgs 5,685 kgs 2.8 bar
6,020 lbs 6,260 lbs 6,380 lbs 7,520 lbs 9,040 lbs 13,860 lbs 46 psi
2,730 kgs 2,840 kgs 2,895 kgs 3,410 kgs 4,100 kgs 6,285 kgs 3.2 bar
6,590 lbs 6,860 lbs 6,990 lbs 8,230 lbs 9,900 lbs 15,170 lbs 52 psi
2,990 kgs 3,110 kgs 3,170 kgs 3,735 kgs 4,490 kgs 6,880 kgs 3.6 bar
6,880 lbs 7,150 lbs 7,290 lbs 8,600 lbs 10,330 lbs 15,830 lbs 55 psi
3,120 kgs 3,245 kgs 3,305 kgs 3,900 kgs 4,685 kgs 7,180 kgs 3.8 bar
7,170 lbs 7,450 lbs 7,590 lbs 8,950 lbs 10,760 lbs 16,490 lbs 58 psi
3,250 kgs 3,380 kgs 3,445 kgs 4,060 kgs 4,880 kgs 7,480 kgs 4.0 bar

Load per tire (single)

400/70 -20 149A8 IND TL POWER CL
MSPN: 18007 CAI: 346809

*All load values are for maximum indicated speeds at low torque.
*20 mph (30 km/h): high torque field work or max road speed.
*All load values for ground slopes up to 20% (above 20% consult Michelin)

Tire Technical Data
Unloaded Dimensions Loaded Dimensions Rims 

(preferred in 
bold)

Overall  
Width

Overall 
Diameter

Loaded 
Radius

Rolling 
Circumference

16.5 in 46.2 in 21.1 in 137.7 in DW13
14, DW14L, 
TW14L, 13

418 mm 1,173 mm 535 mm 3,497 mm

Rolling Circumference Index
37 Tube MSPN

Number of Lugs 96691
20 x 2 Tube CAI

171114

Minimum 
Dual/Triple 

Spacing
Gross 

Flat Plate
Tire 

Weight
100% Tire 

Volume
Centerline 

Tread Depth
168 sq in 176 lbs 58.1 gals 37/32nd 19.0 in

1,081 sq cm 80 kgs 220 liters 29 mm 483 mm

25 mph 20 mph 15 mph 6 mph 6 mph Cyc Stat
40 km/h 30 km/h 25 km/h 10 km/h 10 km/h Cyc Stat Pressure
3,150 lbs 3,270 lbs 3,340 lbs 3,950 lbs 4,730 lbs 7,250 lbs 15 psi
1,430 kgs 1,485 kgs 1,515 kgs 1,790 kgs 2,145 kgs 3,290 kgs 1.0 bar
4,090 lbs 4,240 lbs 4,330 lbs 5,110 lbs 6,130 lbs 9,400 lbs 23 psi
1,855 kgs 1,925 kgs 1,965 kgs 2,320 kgs 2,780 kgs 4,265 kgs 1.6 bar
4,710 lbs 4,890 lbs 4,980 lbs 5,890 lbs 7,050 lbs 10,820 lbs 29 psi
2,135 kgs 2,220 kgs 2,260 kgs 2,670 kgs 3,200 kgs 4,910 kgs 2.0 bar
5,320 lbs 5,530 lbs 5,640 lbs 6,670 lbs 7,990 lbs 12,260 lbs 35 psi
2,415 kgs 2,510 kgs 2,560 kgs 3,025 kgs 3,625 kgs 5,560 kgs 2.4 bar
5,950 lbs 6,180 lbs 6,310 lbs 7,440 lbs 8,930 lbs 13,690 lbs 41 psi
2,700 kgs 2,805 kgs 2,860 kgs 3,375 kgs 4,050 kgs 6,210 kgs 2.8 bar
6,570 lbs 6,830 lbs 6,970 lbs 8,220 lbs 9,850 lbs 15,110 lbs 46 psi
2,980 kgs 3,100 kgs 3,160 kgs 3,730 kgs 4,470 kgs 6,855 kgs 3.2 bar
7,200 lbs 7,480 lbs 7,630 lbs 8,990 lbs 10,790 lbs 16,550 lbs 52 psi
3,265 kgs 3,395 kgs 3,460 kgs 4,080 kgs 4,895 kgs 7,505 kgs 3.6 bar
7,820 lbs 8,120 lbs 8,290 lbs 9,780 lbs 11,730 lbs 17,980 lbs 58 psi
3,545 kgs 3,685 kgs 3,760 kgs 4,435 kgs 5,320 kgs 8,155 kgs 4.0 bar
8,430 lbs 8,770 lbs 8,940 lbs 10,550 lbs 12,650 lbs 19,400 lbs 64 psi
3,825 kgs 3,980 kgs 4,055 kgs 4,785 kgs 5,740 kgs 8,800 kgs 4.4 bar
9,370 lbs 9,740 lbs 9,930 lbs 11,720 lbs 14,050 lbs 21,550 lbs 73 psi
4,250 kgs 4,420 kgs 4,505 kgs 5,315 kgs 6,375 kgs 9,775 kgs 5.0 bar

Load per tire (single)

400/70 -24 158A8 IND TL POWER CL
MSPN: 60752 CAI: 407878

NOTE: 
•	 When used as duals, tire load carrying capacity must be reduced 12%  
•	 When used as triples, tire load carrying capacity must be reduced 18%

MICHELIN Power CL
Bias ply

COMPACT LINE
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*All load values are for maximum indicated speeds at low torque.
*20 mph (30 km/h): high torque field work or max road speed.
*All load values for ground slopes up to 20% (above 20% consult Michelin)

Tire Technical Data
Unloaded Dimensions Loaded Dimensions Rims 

(preferred in 
bold)

Overall  
Width

Overall 
Diameter

Loaded 
Radius

Rolling 
Circumference

16.3 in 49.5 in 22.5 in 147.4 in DW13
DW14L, 13, 

14
414 mm 1,257 mm 571 mm 3,743 mm

Rolling Circumference Index
0 Tube MSPN

Number of Lugs 96691
18 x 2 Tube CAI

171114

Minimum 
Dual/Triple 

Spacing
Gross 

Flat Plate
Tire 

Weight
100% Tire 

Volume
Centerline 

Tread Depth
189 sq in 185 lbs 71.0 gals 37/32nd 19.0 in

1,220 sq cm 84 kgs 269 liters 29 mm 483 mm

25 mph 20 mph 15 mph 6 mph 6 mph Cyc Stat
40 km/h 30 km/h 25 km/h 10 km/h 10 km/h Cyc Stat Pressure
3,530 lbs 3,660 lbs 3,740 lbs 4,410 lbs 5,290 lbs 8,110 lbs 15 psi
1,600 kgs 1,660 kgs 1,695 kgs 2,000 kgs 2,400 kgs 3,680 kgs 1.0 bar
4,560 lbs 4,740 lbs 4,840 lbs 5,710 lbs 6,860 lbs 10,520 lbs 23 psi
2,070 kgs 2,150 kgs 2,195 kgs 2,590 kgs 3,110 kgs 4,770 kgs 1.6 bar
5,270 lbs 5,470 lbs 5,580 lbs 6,580 lbs 7,890 lbs 12,100 lbs 29 psi
2,390 kgs 2,480 kgs 2,530 kgs 2,985 kgs 3,580 kgs 5,490 kgs 2.0 bar
5,950 lbs 6,190 lbs 6,320 lbs 7,450 lbs 8,940 lbs 13,710 lbs 35 psi
2,700 kgs 2,810 kgs 2,865 kgs 3,380 kgs 4,055 kgs 6,220 kgs 2.4 bar
6,660 lbs 6,910 lbs 7,050 lbs 8,320 lbs 9,990 lbs 15,300 lbs 41 psi
3,020 kgs 3,135 kgs 3,200 kgs 3,775 kgs 4,530 kgs 6,940 kgs 2.8 bar
7,340 lbs 7,640 lbs 7,780 lbs 9,180 lbs 11,020 lbs 16,910 lbs 46 psi
3,330 kgs 3,465 kgs 3,530 kgs 4,165 kgs 5,000 kgs 7,670 kgs 3.2 bar
8,050 lbs 8,360 lbs 8,520 lbs 10,050 lbs 12,070 lbs 18,500 lbs 52 psi
3,650 kgs 3,790 kgs 3,865 kgs 4,560 kgs 5,475 kgs 8,390 kgs 3.6 bar
8,730 lbs 9,080 lbs 9,260 lbs 10,920 lbs 13,120 lbs 20,110 lbs 58 psi
3,960 kgs 4,120 kgs 4,200 kgs 4,955 kgs 5,950 kgs 9,120 kgs 4.0 bar
9,440 lbs 9,810 lbs 10,000 lbs 11,790 lbs 14,150 lbs 21,690 lbs 64 psi
4,280 kgs 4,450 kgs 4,535 kgs 5,350 kgs 6,420 kgs 9,840 kgs 4.4 bar
10,470 lbs 10,890 lbs 11,100 lbs 13,100 lbs 15,720 lbs 24,100 lbs 73 psi
4,750 kgs 4,940 kgs 5,035 kgs 5,940 kgs 7,130 kgs 10,930 kgs 5.0 bar

Load per tire (single)

400/80 -24 162A8 IND TL POWER CL
MSPN: 53837 CAI: 050267

*All load values are for maximum indicated speeds at low torque.
*20 mph (30 km/h): high torque field work or max road speed.
*All load values for ground slopes up to 20% (above 20% consult Michelin)

Tire Technical Data
Unloaded Dimensions Loaded Dimensions Rims 

(preferred in 
bold)

Overall  
Width

Overall 
Diameter

Loaded 
Radius

Rolling 
Circumference

18.1 in 52.3 in 23.5 in 155.3 in DW15L
DW14L, 

DW13, 14, 
TW14L

460 mm 1,328 mm 596 mm 3,944 mm

Rolling Circumference Index
0 Tube MSPN

Number of Lugs 44140
18 x 2 Tube CAI

170042

Minimum 
Dual/Triple 

Spacing
Gross 

Flat Plate
Tire 

Weight
100% Tire 

Volume
Centerline 

Tread Depth
216 sq in 238 lbs 82.9 gals 37/32nd 20.6 in

1,394 sq cm 108 kgs 314 liters 29 mm 523 mm

25 mph 20 mph 15 mph 6 mph 6 mph Cyc Stat
40 km/h 30 km/h 25 km/h 10 km/h 10 km/h Cyc Stat Pressure
4,170 lbs 4,320 lbs 4,420 lbs 5,200 lbs 6,240 lbs 9,570 lbs 15 psi
1,890 kgs 1,960 kgs 2,005 kgs 2,360 kgs 2,830 kgs 4,340 kgs 1.0 bar
5,390 lbs 5,600 lbs 5,720 lbs 6,740 lbs 8,080 lbs 12,390 lbs 23 psi
2,445 kgs 2,540 kgs 2,595 kgs 3,055 kgs 3,665 kgs 5,620 kgs 1.6 bar
6,220 lbs 6,450 lbs 6,590 lbs 7,760 lbs 9,300 lbs 14,270 lbs 29 psi
2,820 kgs 2,925 kgs 2,990 kgs 3,520 kgs 4,220 kgs 6,475 kgs 2.0 bar
7,030 lbs 7,300 lbs 7,450 lbs 8,790 lbs 10,540 lbs 16,160 lbs 35 psi
3,190 kgs 3,310 kgs 3,380 kgs 3,985 kgs 4,780 kgs 7,330 kgs 2.4 bar
7,850 lbs 8,150 lbs 8,320 lbs 9,810 lbs 11,760 lbs 18,040 lbs 41 psi
3,560 kgs 3,695 kgs 3,775 kgs 4,450 kgs 5,335 kgs 8,185 kgs 2.8 bar
8,660 lbs 9,010 lbs 9,180 lbs 10,820 lbs 13,000 lbs 19,920 lbs 46 psi
3,930 kgs 4,085 kgs 4,165 kgs 4,910 kgs 5,895 kgs 9,035 kgs 3.2 bar
9,480 lbs 9,850 lbs 10,050 lbs 11,850 lbs 14,220 lbs 21,800 lbs 52 psi
4,300 kgs 4,470 kgs 4,560 kgs 5,375 kgs 6,450 kgs 9,890 kgs 3.6 bar
10,300 lbs 10,700 lbs 10,910 lbs 12,870 lbs 15,450 lbs 23,690 lbs 58 psi
4,670 kgs 4,855 kgs 4,950 kgs 5,840 kgs 7,010 kgs 10,745 kgs 4.0 bar
11,120 lbs 11,550 lbs 11,780 lbs 13,900 lbs 16,680 lbs 25,570 lbs 64 psi
5,045 kgs 5,240 kgs 5,345 kgs 6,305 kgs 7,565 kgs 11,600 kgs 4.4 bar
12,350 lbs 12,830 lbs 13,080 lbs 15,430 lbs 18,520 lbs 28,400 lbs 73 psi
5,600 kgs 5,820 kgs 5,935 kgs 7,000 kgs 8,400 kgs 12,880 kgs 5.0 bar

Load per tire (single)

440/80 -24 168A8 IND TL POWER CL
MSPN: 56443 CAI: 165629

NOTE: 
•	 When used as duals, tire load carrying capacity must be reduced 12%  
•	 When used as triples, tire load carrying capacity must be reduced 18%
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*All load values are for maximum indicated speeds at low torque.
*20 mph (30 km/h): high torque field work or max road speed.
*All load values for ground slopes up to 20% (above 20% consult Michelin)

Tire Technical Data
Unloaded Dimensions Loaded Dimensions Rims 

(preferred in 
bold)

Overall  
Width

Overall 
Diameter

Loaded 
Radius

Rolling 
Circumference

18.0 in 48.9 in 22.0 in 145.2 in DW15L
DW14L, 

DW16L, 14, 
16

457 mm 1,241 mm 558 mm 3,687 mm

Rolling Circumference Index
0 Tube MSPN

Number of Lugs 44140
18 x 2 Tube CAI

170042

Minimum 
Dual/Triple 

Spacing
Gross 

Flat Plate
Tire 

Weight
100% Tire 

Volume
Centerline 

Tread Depth
210 sq in 190 lbs 76.3 gals 37/32nd 21.7 in

1,353 sq cm 86 kgs 289 liters 29 mm 550 mm

25 mph 20 mph 15 mph 6 mph 6 mph Cyc Stat
40 km/h 30 km/h 25 km/h 10 km/h 10 km/h Cyc Stat Pressure
3,310 lbs 3,440 lbs 3,510 lbs 4,130 lbs 4,960 lbs 7,610 lbs 15 psi
1,500 kgs 1,560 kgs 1,590 kgs 1,875 kgs 2,250 kgs 3,450 kgs 1.0 bar
3,730 lbs 3,880 lbs 3,960 lbs 4,660 lbs 5,590 lbs 8,580 lbs 17 psi
1,690 kgs 1,760 kgs 1,795 kgs 2,115 kgs 2,535 kgs 3,890 kgs 1.2 bar
4,570 lbs 4,760 lbs 4,850 lbs 5,720 lbs 6,860 lbs 10,520 lbs 23 psi
2,075 kgs 2,160 kgs 2,200 kgs 2,595 kgs 3,110 kgs 4,770 kgs 1.6 bar
5,420 lbs 5,630 lbs 5,740 lbs 6,780 lbs 8,120 lbs 12,470 lbs 29 psi
2,460 kgs 2,555 kgs 2,605 kgs 3,075 kgs 3,685 kgs 5,655 kgs 2.0 bar
6,260 lbs 6,510 lbs 6,650 lbs 7,840 lbs 9,390 lbs 14,410 lbs 35 psi
2,840 kgs 2,955 kgs 3,015 kgs 3,555 kgs 4,260 kgs 6,535 kgs 2.4 bar
7,110 lbs 7,400 lbs 7,540 lbs 8,880 lbs 10,660 lbs 16,350 lbs 41 psi
3,225 kgs 3,355 kgs 3,420 kgs 4,030 kgs 4,835 kgs 7,415 kgs 2.8 bar
7,960 lbs 8,280 lbs 8,430 lbs 9,940 lbs 11,930 lbs 18,290 lbs 46 psi
3,610 kgs 3,755 kgs 3,825 kgs 4,510 kgs 5,410 kgs 8,295 kgs 3.2 bar
8,800 lbs 9,150 lbs 9,340 lbs 11,000 lbs 13,190 lbs 20,240 lbs 52 psi
3,990 kgs 4,150 kgs 4,235 kgs 4,990 kgs 5,985 kgs 9,180 kgs 3.6 bar
9,230 lbs 9,590 lbs 9,780 lbs 11,530 lbs 13,830 lbs 21,210 lbs 55 psi
4,185 kgs 4,350 kgs 4,435 kgs 5,230 kgs 6,275 kgs 9,620 kgs 3.8 bar
9,650 lbs 10,030 lbs 10,230 lbs 12,060 lbs 14,460 lbs 22,180 lbs 58 psi
4,375 kgs 4,550 kgs 4,640 kgs 5,470 kgs 6,560 kgs 10,060 kgs 4.0 bar

Load per tire (single)

460/70 -24 159A8 IND TL POWER CL
MSPN: 86617 CAI: 474764

*All load values are for maximum indicated speeds at low torque.
*20 mph (30 km/h): high torque field work or max road speed.
*All load values for ground slopes up to 20% (above 20% consult Michelin)

Tire Technical Data
Unloaded Dimensions Loaded Dimensions Rims 

(preferred in 
bold)

Overall  
Width

Overall 
Diameter

Loaded 
Radius

Rolling 
Circumference

19.8 in 51.8 in 23.2 in 153.7 in DW16L
DW15L, 16504 mm 1,315 mm 588 mm 3,903 mm

Rolling Circumference Index
0 Tube MSPN

Number of Lugs 44140
18 x 2 Tube CAI

170042

Minimum 
Dual/Triple 

Spacing
Gross 

Flat Plate
Tire 

Weight
100% Tire 

Volume
Centerline 

Tread Depth
243 sq in 214 lbs 93.0 gals 37/32nd 23.3 in

1,567 sq cm 97 kgs 352 liters 29 mm 591 mm

25 mph 20 mph 15 mph 6 mph 6 mph Cyc Stat
40 km/h 30 km/h 25 km/h 10 km/h 10 km/h Cyc Stat Pressure
3,750 lbs 3,900 lbs 3,970 lbs 4,680 lbs 5,620 lbs 8,620 lbs 15 psi
1,700 kgs 1,770 kgs 1,800 kgs 2,125 kgs 2,550 kgs 3,910 kgs 1.0 bar
4,230 lbs 4,410 lbs 4,490 lbs 5,290 lbs 6,350 lbs 9,730 lbs 17 psi
1,920 kgs 2,000 kgs 2,035 kgs 2,400 kgs 2,880 kgs 4,415 kgs 1.2 bar
5,200 lbs 5,410 lbs 5,510 lbs 6,500 lbs 7,800 lbs 11,970 lbs 23 psi
2,360 kgs 2,455 kgs 2,500 kgs 2,950 kgs 3,540 kgs 5,430 kgs 1.6 bar
6,170 lbs 6,430 lbs 6,540 lbs 7,720 lbs 9,260 lbs 14,200 lbs 29 psi
2,800 kgs 2,915 kgs 2,965 kgs 3,500 kgs 4,200 kgs 6,440 kgs 2.0 bar
7,140 lbs 7,430 lbs 7,570 lbs 8,930 lbs 10,710 lbs 16,420 lbs 35 psi
3,240 kgs 3,370 kgs 3,435 kgs 4,050 kgs 4,860 kgs 7,450 kgs 2.4 bar
8,110 lbs 8,440 lbs 8,600 lbs 10,140 lbs 12,170 lbs 18,660 lbs 41 psi
3,680 kgs 3,830 kgs 3,900 kgs 4,600 kgs 5,520 kgs 8,465 kgs 2.8 bar
9,080 lbs 9,450 lbs 9,620 lbs 11,350 lbs 13,620 lbs 20,890 lbs 46 psi
4,120 kgs 4,285 kgs 4,365 kgs 5,150 kgs 6,180 kgs 9,475 kgs 3.2 bar
10,050 lbs 10,460 lbs 10,660 lbs 12,570 lbs 15,080 lbs 23,130 lbs 52 psi
4,560 kgs 4,745 kgs 4,835 kgs 5,700 kgs 6,840 kgs 10,490 kgs 3.6 bar
10,540 lbs 10,960 lbs 11,170 lbs 13,170 lbs 15,810 lbs 24,240 lbs 55 psi
4,780 kgs 4,970 kgs 5,065 kgs 5,975 kgs 7,170 kgs 10,995 kgs 3.8 bar
11,020 lbs 11,460 lbs 11,680 lbs 13,780 lbs 16,530 lbs 25,350 lbs 58 psi
5,000 kgs 5,200 kgs 5,300 kgs 6,250 kgs 7,500 kgs 11,500 kgs 4.0 bar

Load per tire (single)

500/70 -24 164A8 IND TL POWER CL
MSPN: 06567 CAI: 196220

NOTE: 
•	 When used as duals, tire load carrying capacity must be reduced 12%  
•	 When used as triples, tire load carrying capacity must be reduced 18%

MICHELIN Power CL
Bias ply

COMPACT LINE
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*All load values are for maximum indicated speeds at low torque.
*20 mph (30 km/h): high torque field work or max road speed.
*All load values for ground slopes up to 20% (above 20% consult Michelin)

Tire Technical Data
Unloaded Dimensions Loaded Dimensions Rims 

(preferred in 
bold)

Overall  
Width

Overall 
Diameter

Loaded 
Radius

Rolling 
Circumference

19.5 in 56.6 in 25.4 in 168.2 in DW16L
DW15L495 mm 1,438 mm 646 mm 4,272 mm

Rolling Circumference Index
0 Tube MSPN

Number of Lugs 53712
24 x 2 Tube CAI

170047

Minimum 
Dual/Triple 

Spacing
Gross 

Flat Plate
Tire 

Weight
100% Tire 

Volume
Centerline 

Tread Depth
268 sq in 229 lbs 107.0 gals 35/32nd 22.7 in

1,728 sq cm 104 kgs 405 liters 28 mm 576 mm

25 mph 20 mph 15 mph 6 mph 6 mph Cyc Stat
40 km/h 30 km/h 25 km/h 10 km/h 10 km/h Cyc Stat Pressure
4,720 lbs 4,890 lbs 5,000 lbs 5,890 lbs 7,080 lbs 10,850 lbs 15 psi
2,140 kgs 2,220 kgs 2,270 kgs 2,670 kgs 3,210 kgs 4,920 kgs 1.0 bar
5,190 lbs 5,390 lbs 5,500 lbs 6,480 lbs 7,780 lbs 11,940 lbs 17 psi
2,355 kgs 2,445 kgs 2,495 kgs 2,940 kgs 3,530 kgs 5,415 kgs 1.2 bar
6,140 lbs 6,370 lbs 6,500 lbs 7,660 lbs 9,200 lbs 14,110 lbs 23 psi
2,785 kgs 2,890 kgs 2,950 kgs 3,475 kgs 4,175 kgs 6,400 kgs 1.6 bar
7,090 lbs 7,360 lbs 7,510 lbs 8,850 lbs 10,630 lbs 16,290 lbs 29 psi
3,215 kgs 3,340 kgs 3,405 kgs 4,015 kgs 4,820 kgs 7,390 kgs 2.0 bar
7,550 lbs 7,850 lbs 8,010 lbs 9,450 lbs 11,330 lbs 17,370 lbs 32 psi
3,425 kgs 3,560 kgs 3,635 kgs 4,285 kgs 5,140 kgs 7,880 kgs 2.2 bar
8,020 lbs 8,340 lbs 8,510 lbs 10,040 lbs 12,050 lbs 18,460 lbs 35 psi
3,640 kgs 3,785 kgs 3,860 kgs 4,555 kgs 5,465 kgs 8,375 kgs 2.4 bar
8,500 lbs 8,840 lbs 9,020 lbs 10,640 lbs 12,750 lbs 19,560 lbs 38 psi
3,855 kgs 4,010 kgs 4,090 kgs 4,825 kgs 5,785 kgs 8,870 kgs 2.6 bar
8,970 lbs 9,340 lbs 9,510 lbs 11,220 lbs 13,460 lbs 20,650 lbs 41 psi
4,070 kgs 4,235 kgs 4,315 kgs 5,090 kgs 6,105 kgs 9,365 kgs 2.8 bar
9,450 lbs 9,820 lbs 10,020 lbs 11,820 lbs 14,180 lbs 21,730 lbs 44 psi
4,285 kgs 4,455 kgs 4,545 kgs 5,360 kgs 6,430 kgs 9,855 kgs 3.0 bar
9,920 lbs 10,320 lbs 10,520 lbs 12,410 lbs 14,880 lbs 22,820 lbs 46 psi
4,500 kgs 4,680 kgs 4,770 kgs 5,630 kgs 6,750 kgs 10,350 kgs 3.2 bar

Load per tire (single)

480/80 -26 160A8 IND TL POWER CL
MSPN: 06006 CAI: 755683

*All load values are for maximum indicated speeds at low torque.
*20 mph (30 km/h): high torque field work or max road speed.
*All load values for ground slopes up to 20% (above 20% consult Michelin)

Tire Technical Data
Unloaded Dimensions Loaded Dimensions Rims 

(preferred in 
bold)

Overall  
Width

Overall 
Diameter

Loaded 
Radius

Rolling 
Circumference

17.5 in 55.7 in 25.3 in 165.9 in DW15L
DW14L, 
DW13

445 mm 1,415 mm 643 mm 4,215 mm

Rolling Circumference Index
0 Tube MSPN

Number of Lugs 76858
24 x 2 Tube CAI

170149

Minimum 
Dual/Triple 

Spacing
Gross 

Flat Plate
Tire 

Weight
100% Tire 

Volume
Centerline 

Tread Depth
233 sq in 220 lbs 91.6 gals 37/32nd 20.6 in

1,505 sq cm 100 kgs 347 liters 29 mm 523 mm

25 mph 20 mph 15 mph 6 mph 6 mph Cyc Stat
40 km/h 30 km/h 25 km/h 10 km/h 10 km/h Cyc Stat Pressure
4,190 lbs 4,370 lbs 4,440 lbs 5,250 lbs 6,280 lbs 9,630 lbs 15 psi
1,900 kgs 1,980 kgs 2,015 kgs 2,380 kgs 2,850 kgs 4,370 kgs 1.0 bar
4,610 lbs 4,810 lbs 4,880 lbs 5,780 lbs 6,910 lbs 10,600 lbs 17 psi
2,090 kgs 2,180 kgs 2,215 kgs 2,620 kgs 3,135 kgs 4,810 kgs 1.2 bar
5,460 lbs 5,680 lbs 5,780 lbs 6,820 lbs 8,180 lbs 12,530 lbs 23 psi
2,475 kgs 2,575 kgs 2,620 kgs 3,095 kgs 3,710 kgs 5,685 kgs 1.6 bar
6,290 lbs 6,550 lbs 6,670 lbs 7,870 lbs 9,440 lbs 14,470 lbs 29 psi
2,855 kgs 2,970 kgs 3,025 kgs 3,570 kgs 4,280 kgs 6,565 kgs 2.0 bar
6,710 lbs 6,990 lbs 7,120 lbs 8,400 lbs 10,080 lbs 15,440 lbs 32 psi
3,045 kgs 3,170 kgs 3,230 kgs 3,810 kgs 4,570 kgs 7,005 kgs 2.2 bar
7,130 lbs 7,420 lbs 7,560 lbs 8,920 lbs 10,700 lbs 16,410 lbs 35 psi
3,235 kgs 3,365 kgs 3,430 kgs 4,045 kgs 4,855 kgs 7,445 kgs 2.4 bar
7,550 lbs 7,860 lbs 8,010 lbs 9,450 lbs 11,330 lbs 17,380 lbs 38 psi
3,425 kgs 3,565 kgs 3,635 kgs 4,285 kgs 5,140 kgs 7,885 kgs 2.6 bar
7,980 lbs 8,300 lbs 8,450 lbs 9,980 lbs 11,960 lbs 18,340 lbs 41 psi
3,620 kgs 3,765 kgs 3,835 kgs 4,525 kgs 5,425 kgs 8,320 kgs 2.8 bar
8,400 lbs 8,730 lbs 8,910 lbs 10,490 lbs 12,600 lbs 19,310 lbs 44 psi
3,810 kgs 3,960 kgs 4,040 kgs 4,760 kgs 5,715 kgs 8,760 kgs 3.0 bar
8,820 lbs 9,170 lbs 9,350 lbs 11,020 lbs 13,230 lbs 20,280 lbs 46 psi
4,000 kgs 4,160 kgs 4,240 kgs 5,000 kgs 6,000 kgs 9,200 kgs 3.2 bar

Load per tire (single)

440/80 -28 156A8 IND TL POWER CL
MSPN: 72331 CAI: 580712

NOTE: 
•	 When used as duals, tire load carrying capacity must be reduced 12%  
•	 When used as triples, tire load carrying capacity must be reduced 18%


